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EXPLOSION-PROOF EQUIPMENT ZONE 1,21 & 2,22

ATEX R-wc i+4ooc iwc 1218222
o 22221P66 || /2

T6 T5 @ IK10
@ 11 2G Ex db eb IIC T6..T5 Gb
Il 2D Ex tb I1IC T80°C...T95°C Db
@ 11 2G Ex db eb IIC Gb
EX FEATURE: 11 2D Ex tb IIC Db
FIDI 21 ATEX 0052U, FIDI 21 ATEX 0049X,
CERTIFICATES: FIDI 21 ATEX 0050X, FIDI 21 ATEX 0051U

EXEMPLARY APPLICATIONS:

L

REFINERIES CHEMICAL FUEL CHEMICALS
PLANTS RELOADING WAREHOUSES

Wall explosion-proof socket and plug.

The socket is active when the plug is 45 degrees rotated.
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ZONE 1,21 & 2,22

EXPLOSION-PROOF EQUIPMENT

FEATURES
MECHANICAL PARAMETERS \ / ELECTRICAL PARAMETERS
@ polycarbonate / 162 ‘Zjox ’
polyamide 3gA he gv’ voltage
i cable
0 ronds pes | | 025 (e
WORK PARAMETERS
@ IR from -40°C to +40/55°C
emperature
TYPES COMPARISON
T0251/16A

3P -200-250V 16A

5P -200-250V 380-415V 16A

Socket R-3P-16A-250V

Plug P-3P-16A-250V
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TYP W1 W2 L1 L2 L3 H
3P 103 86 223 156 142 122
5P 123 106 241 176 163 147
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Socket R-5P-16A-415V
Plug P-5P-16A-415V
Plug
L : @D
TYP L oD
3P 163 73
5P 187 84
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EXPLOSION-PROOF EQUIPMENT ZONE 1,21 & 2,22

T0252/32A

5P -200-250V 380-415V 32A

Socket R-5P-32A-415V
Plug P-5P-32A-415V
Socket Plug
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